DOUBLE SIDED CLOTH TAPES



Double Sided
SOLID HOLD Cloth Tapes

Product Description Standard Sizes

SIZE PAPER CORE ID
24/48/72/96/144/288 MM 76 MM

Technical Specification

Type Of Testing Typical Value Test Method

Coating Weight 100 gsm IS : 8402
Double Side Cloth Tapes is backing coated with aggressive Peel Adhesion Min. 700 grm/ inch ASTMD : 1000
Tensile Strength 14.5 KGF IS : 8402
Heat Resistance 100° C JPPL Internal
Liner Colour White/ Hawana Brown | JPPL Internal
properties. This tape is laminated with paper release liner Release Liner Paper 88 Gsm JPPL Internal

or polyester liner . It is used to assemble flexo plate

mounting, carpet applications, machine applications or Other Slmllar PrOduct

bond two or more components together.

| Features :

1. Significant thickness to provide strong support.

rubber based adhesive on both sides. It is made from

natural rubber to give strong adhesion and high shear

BOPP TAPES Temper evident Tapes

2.High Peel Adhesion to guarantee powerful hold. | 0
3. Ability to adapt to multiple surfaces. e O] '

4. Leaves noglue onthe target surfaces.

Low Noise Tapes
5. Very high strong cloth backing.

6. Customizable and OEM facilities are optional.

Super Clear Tapes Masking Tapes
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